From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Tim Richardson <tim@america.net> 

Subject: Re: "Knurled" nut drivers/wrenches? 

Message-ID: <2.2.32.19961202032524 .00694790@pop.america.net> 


At 01:42 AM 12/1/96 -0600, jlyle@netcom.COM wrote: 


> Anybody know of a source for a wrench or nut driver for those "knurled" 
>nuts used by toggle switches, phone jacks and the like? I'm tired of 
>mangling them with pliers, and KNOW I've seen something designed to do the 
>job, but I can't find them anywhere! 


There was a thread regarding this on the list a few weeks ago that listed a 
source for the special tools. I have had excellent success using two 
nuts--the ‘knurled nut' on the outside of the panel and a regular thin hex 
nut on the inside of the panel. I tighten the hex nut on the inside of the 
panel with a thin open end wrench. This works fine if the barrel of the 
switch or phone jack is long enough and you have room to move the wrench. 


Tim Richardson, WB4HZT, Acworth, GA <tim@america.net> 
"Those who cannot remember the past are condemned to relive it."-Santayana 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: jcreid@CCGATE.HAC.COM 

Subject: "Twoer" manual needed 

Message-ID: <9611028495 .AA849539070@CCGATE.HAC .COM> 


Hi Gang! 

Got a chance to meet up with Matt, WB2VZS, while wandering around the TRW 
swapmeet on Saturday. He dropped off a Heathkit Twoer(HW-30) for my son to play 
with(he's 4 yrs old). The radio is in pretty decent shape and mostly there. 

I'd like to find a schematic and assembly manual if anyone out there has one. I 
think it would be fun to disassemble it and rebuild it. The wiring is so-so and 
there's been some mods to it. I'm not sure how useful 2 mtr AM is going to be, 
but I've been hearing some talk about dedicating a frequency or two for it. If 
you can help me with a manual, I'll gladly reimburse you for your efforts. 
Thanks in advance. 


-Jim N6SVS 
jcreid@ccgate.hac.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "al parker" <al_parker@kacc.com> 
Subject: 8873 tube/8560 info wanted 


Message-ID: <9611018495 .AA849504221@ccuucp.kacc.com> 


Hi guys, 

There's been a bit about the 8873 lately. I talked my bro-in-law into 
an SB-230 a while ago, and have felt responsible ever since. Someday he's 
going to need a tube for it. 

I picked up several similar tubes a while back, because they looked the 
same, & I thought at first they were -- BUT -- they are 8560's, I think. 
Some are marked that, or 8560A, some have a Motorola logo & part no., 
65C83382D02. I can't find any info on these, can anyone help? RF Parts 
lists the 8560, but says "Special, call". I suspect they were used in 
Motorola FM gear, but not sure. 


Thanks, 
Al, W8UT 
Dublin, CA 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: AN/USM-3A Parts Needed/Available 

Message-ID: <90803.ddillman@igc.apc.org> 


Greetings, all. I finally did an inventory on the AN/USM-3A Test-Tool 
Set that's been on my shelf for some time. I write to ask for help in 
locating some of the missing parts and to offer parts in trade (see 
below). 


My set appears essentially complete except for most of the tools that 
used to live between the plastic covers in the case lid. 
Specifically, I need: 


Plastic top N17-H-78201-1002 
Neon Test Light N17-L-78719-7301 
4" Screwdriver N41-S-1101-1050 
Combination Screwdriver N41-S-1064-5000 
Adapter Connectors (4) N17-C-67988-1282 
Alligator Clips (2) N17-C-802609-101 
Mirror N17-M-250354-141 
Side Cutting Pliers N41-P-1711-1040 


Hex Wrenches (4) 
Hex Wrenches (2) 


Socket Wrench Handle N16-H-150001-101 
Pilot Light Extractor N17-E-850271-101 
Insulated Tweezers N41-T-4229-500 


Flashlight Extension N17-R-683041-101 


Flashlight N17-F-13260-1320 
Alignment Tool N16-T-751655-847 
Manual 


I have to offer in trade one case CY-703A/U for the AN/USM-3A 
containing tube tester TV-4A/U. The case in in good overall condition 
with scratches on all sides from obvious use. The case handle is bent 
(a victim of the 1989 Loma Prieta earthquake, so at least there's a 
story behind it). A hasp has been installed on the front of the case 
to allow locking. This is non-original but is nicely installed, 
obviously by a GI with experience with walking tools. Inside, the 
hinge and support brackets for the tester are there along with the 
holder at the rear of the case for the various test "pens". 


The tube tester is is very good condition with the tube test 
information booklet on its bracket. There is a light scratch on the 
lower part of the meter bezel. 


Leads to or offers of any of the items I need will be greatly 
appreciated. 


Dick Dillman 
WPE2VT W6AWO ex-N6VS 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: AN/USM-3A Question 

Message-ID: <90809.ddillman@igc.apc.org> 


I have a question for those of you familiar with the AN/USM-3A 
Test-Tool Set. I note that in mine there is a space about 1" wide 
between the left side of the TV-4A/U tube tester and the case wall. 
Since every other space inside the case is crammed with something I 
assume something belongs in this space. Can anyone tell me what it is? 


Dick Dillman 
WPE2VT W6AWO ex-N6VS 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Al Klase <alklase@prolog.net> 

Subject: Re: AN/USM-3A Question 

Message-ID: <199612021226.GAA13492@uro.theporch. com> 


At 01:01 AM 12/2/96 -0600, Dick Dillman wrote: 

> 

>I have a question for those of you familiar with the AN/USM-3A 
>Test-Tool Set. I note that in mine there is a space about 1" wide 
>between the left side of the TV-4A/U tube tester and the case wall. 
>Since every other space inside the case is crammed with something I 
>assume something belongs in this space. Can anyone tell me what it is? 
> 

Dick and the Group, 


That space should be occupied by an aluminum "sandwich box" with one 
rounded corner, to clear the main lid when it swings open, (accessory case 
A-902) which contains the signal tracer accessories: 


Telephone receiver Navy type CTE-491898 
Head band CAOR-491898 
RF Cable assembly CG-570/U 
Test prod (audio frequency) MX-933/U 
Test prod (RF) MX-934/U 
Electrical Leads (12 each) CAOR-491901 


I too have one of these very interesting tool kits that is not quite 
complete. I'm not too concerned about the hand tools, but I do need a 
signal tracer, TS-673/U (or at least a new meter for mine), and the 
Technicians Handbook (N16-B-669881-186) . 

I have a largely empty USM-3A case with TV-4 tube tester and just 
possibly a copy of NAVSHIPS 91688, "Instruction Book for TEST-TOOL SET 
AN/USM-3A" to trade. 


73, Al 


Al Klase - N3FRQ 
alklase@prolog.net 
Flemington, NJ 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 


Subject: Re: AN/USM-3A Question 
Message-ID: <78589.ddillman@igc.apc.org> 


On Mon, 2 Dec 1996 06:27:07 -0600 (CST), 
Al Klase <alklase@prolog.net> explained: 


> That space should be occupied by an aluminum "sandwich box" with one 
>rounded corner, to clear the main lid when it swings open, (accessory case 
>A-902) which contains the signal tracer accessories: 


Ah-HA! I had my sandwich box behind the tube tester. Thanks to you 
in now resides in its proper place. But of course that leads to the 
next question: what's supposed to go behind the tube tester between it 
and the aluminum holder for the soldering iron, etc.? 


Dick Dillman 
WPE2VT W6AWO ex-N6VS 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: n5o0ff@w5ddl.aara.org 

Subject: Anyone Seen a 391A? 

Message-ID: <521439@w5ddl.aara.org> 

Has anyone ever seen (or owned) a R-391A? 


I know Collins made one/some under the cost reduction program, but have 
never heard of a production version. 


I'd like to get the contract info for the 390 family contract database. 
Any other 390 family (or 388 etc) contract data welcome also. 

73 de tom nboff 

From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: Chuck Penson <penson@sci.mus.mn.us> 

Subject: ARRL Pubs Update 

Message-ID: <32A328BC.50C3@sci.mus.mn.us> 


To all who responded: 


I am in the process of sorting through the requests and I think I can 


give most of you what you want...if not the exact copy then another of 
the same listing. I am proceeding on the basis of "time stamps." I 
thought that would be the only fair way to go. 


I will be in touch with each of you individually over the next day or 
two (I got a lot of responces), so hang in there :) 


Cheers, 


Chuck Penson 
WA7ZZE 


penson@sci.mus.mn.us 
612.221.4510 voice 
612.224.5092 fax 

http: //comped.sci.mus.mn.us 


Standard Disclaimer: The opinions expressed are etc. etc. 


"Nothing is too wonderful to be true" -- Michael Faraday 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: bill@skeeter.frco.com (William Hawkins) 

Subject: B&W IST-1K transmitter 

Message-ID: <9612030153 .AAQ6845@skeeter.frco.com> 


My latest (and last) Antique Radio Classified arrived today. 
It contains a two page ad by one Allen Richmond, W7GIF, who 

is selling his "private collection" of "museum quality" stuff. 
The B&W transmitter rates a full paragraph. He says it is "the 
only known surviving piece of this article in the universe. 
Pickup only. Suggest armored/escorted transport." No prices 
are listed - all best acceptable offer. Hate to think what 
he'd find acceptable for that transmitter. There's lots of 
pther stuff. Call 602-486-4793, voice 0000 to 0500 UTC, FAX 
the rest of the day. 


ARC has strained my attitude towards 'collecting' to the breaking 
point. The subscription won't be renewed. 


Regards, 


Bill Hawkins 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: rdkeys@csemail.cropsci.ncsu.edu 


Subject: BA/GB Net Funzies..... 
Message-ID: <9612021718 .AA105983@csemail.cropsci.ncsu.edu> 


Well, I hope ye all were well fed this fine weekend. The band was mixed, 
but conditions were fair to mittlin'. I was running the QRP ArcusFivus 
and Grandma Hartley much of the time, and was not heard very well. For 
the fun of it I even snuck in ol' Behemothus BCus-375us, a time or two. 

I did fire up Big Bertha Radiomarine, occasionally, and she has no 
trouble being heard..... Cr4hh. 0.0. It seems we have been diverging out 
from the appointed QRG of 3579R545, or else my R-388 and ricenboxen freq 
meters are off. I have had nil luck on 40, so mostly inhabit 80. Let us 
try to snuggle as close to 3579.545 as we can, to keep from getting close 
to mama on W1AW or down into the traffic nets below us. I heard the 

west coast folks, QSA 2, but was unable to QSO them on the qrp rigs. 

I am often unable to get aboard early in the watch around 0200Z but I am 
glad folks are firing away there, and that the QRG is well supplied with 
Boatanchors and Glowbugs from 0200-0600Z, most any nite! We have even 
had some lurkers passing by that are not on-line BA/GB folks, but did 
fire up their whatzitbottleburneries, and signed aboard. Apparently, we 
has some notoriety out and about tha bands! See ye on watch! 


73/ZUT DE NA4G/Bob UP 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: mknudsen@lucent.com 

Subject: Re: BA/GB Net Funzies..... 

Message-ID: <9612022003.AA14756@bock.ih. lucent. com> 


I think it was Friday nite that we got quite a roundtable going on 3579. 
NA4G was NC for a while, then turned it over to someone else. 

The QSB and QRM got so bad at one point that we split in two, 

or somehoe ended up with only 3 stations left. 


I got good reports with my Swan 500C outputting 200+ W into the 
Fritzel Windom dipole. But since that set has no CW filter, 
my ears were burnin’ filtering out W1AW and some QSOs below us. 


Sunday nite I tried something new -- the Viking II, whose bad (and miswired, 
it turns out) mod xfrmer doesn't matter on CW. I didn't find time to 

work out a scheme to hook up my 24 VDC antenna relay, so I hardwired 

the V-II to the Fritzel and threw some wire across the room for the 75A4. 


Talk about a mixed blessing! I couldn't hear quite as well as the other guys 
with that noisy little pickup ant, and QSK is xreallyx a mixed blessing -- 
someone started antoehr QSO under us, and I took him for a breaker, 

confused the heck out of W5FRZ at the other end. Signal reports 


were poor at both ends, and the Viking was doing only 100 W. 


I needed every bit of that new 800 Hz filter in the 'A4 and still got 
about 35% copy on Dennis in Dallas. 


Any suggestions for the least invasive mod to the Viking II to get the 

115 VAC out for the realy? That xtal socket is impossible to connect to 
unless I find more of those adapters. I might put a 24 VAC xfrmer inside the 
Viking and run low voltage out to the relay.... 


I agree with Bob NA4G that our freqs are kind of, uh, diverse, 
but my BA xtal comes out 3758.+ despite its color-burst markings. 
73, mike k aa9rg 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: mknudsen@lucent.com 

Subject: Re: BA/GB Net Funzies..... 

Message-ID: <9612022050.AA14846@bock.ih. lucent. com> 


Oops, I meant my color-burst rock comes out 3580.+, 
not 3758! At least it's below W1AW, but not enuf to suit 
me or most rcevrs. 


Also I need to check the Swan manula to find out which side of zero beat 
I should tune in CW on the 500C. 73, mike k aa9rg 


PS: NOthing new about xtals. When I was getting my Novic, 
a bunch of us locals all order 3741 KC xtals, and ended up being grateful 
for the barn-door "sledtivity" of our rcvrs! 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Jim Zellmer" <zellmer@raccoon.com> 

Subject: Bad Funciton Switch on NCX-500 

Message-ID: <199612022303 .RAAQ5197@slip1.raccoon.com> 


I have a National transceiver, Model NCX-500, on the bench. The AC switch 
and 

several wipers are shot. The assembly is swedged together and will not 
reassemble easily. 

Does any one out in BA land have a spare or any suggestions? 


73 ES GOD BLESS U ES URS 


JIM ZELLMER, KAOVSL 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Dave Hockaday <wb4iuy@ipass.net> 

Subject: bandswitch 

Message-ID: <199612021518.KAA14456@passport.ipass.net> 


Do any of you folks on the reflector have a bandswitch assy for a Clipperton 
Amplifier? That's the one that used 4- 572b's. I have a friend who is in 
dire need of this. 


Thanks, 
wb4iuy@ipass.net 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "D.D. Todd" <dube3@n-Llink.com> 

Subject: Re: BC-610 Mods 

Message-ID: <32A27C11.116B@n- link. com> 


Mikhael Brown wrote: 


> 

> ....IT£ you know of any mods for the BC-610 (HT-4) Transmitter please 
> let me know. e-mail me direct. 

> 


Others on the list might be interested in these mods. I know I would. 


Dube Todd dube3@n-link.com 


Tell yourself NO now and then; it's good for you. 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Paul Bock" <pauboc@smtplink.pulse.com> 

Subject: Checking bug speed 

Message-ID: <9611028495.AA849558711@smtplink. pulse. com> 


Someone asked how to check bug speed (such as when slowing it 
down with a "Slo-Bug" or other speed reduction device). There are 
several ways, from easy to complex depending on the accuracy desired. 
I've found that the following is a pretty good "quick & dirty" method. 


The "standard" 5-character code word is PARIS. To check a bug's 
speed, I do the following: 


a. Adjust the bug for clean, properly spaced and timed dots (i.e., 
not to short but not too "fat", either). An ohmmeter is handy for 


this; connect it across the dot terminals and adjust the dot contact 
Spacing so that the first 10 dots or so of a string give a mid-scale 
reading. 


b. Practice sending some text with the bug to get the "feel" of the 
speed. Send at whatever speed is necessary to make the bug sound like 
the dits & dahs are properly coordinated in length and spacing (as 
machine-sent or keyer code would sound). Don't be "Farnsworthing" by 
sending fast dits and slow dahs with long spacing - you're trying to 
find out what the real dot speed is, remember? 


c. When you're comfortable with the feel and can send clean text at 
the proper speed, use a sweep second hand clock and start sending 
PARIS repeatedly (with proper spacing between the wods each time it's 
sent) for exactly 15 seconds. 


d. Multiply the number of PARIS's sent by 4, and that's the speed 
in WPM, roughly. For example, if you sent PARIS PARIS PARIS PA during 
the 15-second interval, that's about 3.5 words, so 3.5 x 4 = 14 WPM. 
If you managed to send PARIS PARIS PARIS PARIS PAR, that's about 4.7 
words or roughly 18.8 WPM. 


You'll probably find, as I did, that you'll have to practice a 
little to "divide" your attention between watching the clock, sending 
PARIS smoothly and precisely over and over, and counting how many 
times you did it - especially at the higher speeds! 


If you're really after accuracy, you can use an interval timer 
(an HP counter or similar) with an accurate timebase to count the 
number of dot contact closures in a 1-second interval. This can be 
converted to WPM since each dit is one element, and there are a fixed 
number of elements in a "word" (I forget the number, but I'll look it 
up in my notes tonight). You'll have to "debounce" the contacts, or 
perhaps key a oscillator and count the output - but remember that you 
want to count only "tone-on" and xNOT*x zero crossings! 


73, 


Paul, K4MSG 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: w2ec@VNET.IBM.COM 

Subject: Collins S-Line crystals 

Message-ID: <199612021328.HAA14797@uro.theporch. com> 


A while back there was a reference to a person who has a supply of crytals 


for Collins S-Line gear. Does anyone recall who that person is? Need 
crystals for my KWM-2 to cover 4.0-4.2 and 4.4-4.6. 


Ray W2EC 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Karl Verren <kn6écw@hughes.net> 

Subject: CV-591 

Message-ID: <19961202055948 . AAA27642@[205 .139.35.243]> 


Greetings, 
I have a CV-591 SSB converter and I would like to know if anyone out there 
has an idea what it's worth. I am concidering selling it but I not sure yet 
as to if it's worth the effort. Please e-mail me with any ideas or offers. 
Tnx for the help. 
There will be a several day delay as I will be out of the local area and 
unable to respond. 
Karl Verren KN6CW 
2894 Delmar Ave. 
Mojave,CA.93501-1114 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: Cal Eustaquio N6KYR <ceustaqu@dot.w6bhz.calpoly.edu> 

Subject: CW on 32V? 

Message-ID: <Pine.SUN.3.91.961202104431 .3260A@dot.w6bhz.calpoly.edu> 


Anyone ever use the 32V on CW? Just wanted to know how the output was 
compared to, say, a Navigator, Ranger, or Valiant. Also, was the sidetone 
fed back into the rx (and how did that sound)? I don't think the V3's 
were equipped with sidetone. Cal. 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Terry Pridgen <pridgent@pinn.net> 

Subject: Drake R4B Crystals 

Message-ID: <Pine.SUN.3.91.961202161953 .3640A@everest> 


Looking for band crystals for the Drake R4B revr. If you can help, please 
respond to my Email address. 

73, KC4YTF, Terry 

Email: pridgent@pinn.net 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: wally@mindy.sys.sdl.usu.edu (Wally Gibbons) 
Subject: Dynamotors available 

Message-ID: <9612022014.AA15326@mindy.sys.sdl.usu.edu> 


Hope everyone had a nice Thanksgiving. 


Picked up a couple of dynamotors with some other gear, and have little 


interest in them. 


They are: 
41 
Model 5047 


27 Volt, 1.75 Amp in. 
285 Volts, .075 Amp out. 


42 

GE Model 5DY82AB16 

Made for Stromberg Carlson 
Receiver Dynamotor Unit 

Type CCT 21531 

Made for model ARA equipment. 


I am looking for five dud 01A's, if someone wants a trade. 


6AQ5's. 
Other trade offers welcome. 


Monetary offers considered too, e-mail if your interested. 


Wally Gibbons, WB7ASQ 
wally@mindy.sys.sdl.usu.edu 
North Logan, Utah 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Don Reaves <dr@cei.net> 
Subject: Fair Radio Web Page 


Could also use some 


Message-ID: <Pine.LNX.3.91.961202025646 .23057A-100000@kc5jh.reaves.net> 


Fair Radio has updated their web page. They list R-390A parts 


availability, and other interesting stuff. Pictures, even. 


http: //alpha.wcoil.com/~fairadio (that is one 'r', folks) 


I've been happily sending money to Fair Radio since 1968! 

Don, WA5BBS, dr@cei.net 

From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: "William C. Robbins" <billrobb@net-link.net> 

Subject: Free Stuff 

Message-ID: <199612022312.SAA04705@servO1.net-link.net> 

OK. As promised, the free stuff is mostly spoken for. The VOM and the 
software are still here and no one seemed to want them. I guess I'll give 
them to Goodwill and take an large tax deduction. 

Here are the lucky winners: 

Solder Pen Fred Porzelt KB9MVU 

DX-100 Panel Greg Parsons 

SWR Meter Michael A. Burke 


Balun Ott KA30TT 


Those of you who won please send me your mailing address (UPS) if it is not 
included in your messages. 


73 es Happy Holidays de 
Bill 


WwA8CDU Heathkit Collector 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: George Humphrey <gah@koyote.com> 

Subject: FS: Headphones 

Message-ID: <1.5.4.32.19961203015459 .0066f3c4@mail.koyote.com> 


Hi BAers, 


Picked up two old pairs of headphones at the flea market this weekend. 
These things are metal earphones held togather with canvas covered stiff 
wire. The earphones have bakealite cups. The cords appear to be cloth with 
two individual phone plugs. One set says NEW-TON 3000 ohms, Pressed Steel 


and Mfg Co. The other set says FROST FONES No. 161 1000. I don't need them. 
If you are interested, please make an offer. 


73 George KC5WBV 
gah@koyote.com 
73 George KC5WBV 
gah@koyote.com 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu> 
Subject: FS: Heath PTO, meter, dial 

Message-ID: <v03007802aec9073fefb8@[134.53.65.12]> 


Hi Gang, 


Am selling the following new-in-box parts for you Heathkit fanciers out 
there. I'm not exactly sure what rig they go with, except that it's one of 
the SB-301/401, SB-101, 2, HW 101-type rigs: Will sell as package only for 
$60 plus shipping (estimated at $5). 


1. Permeability Tuned Oscillator: Uses a 6AU6, has two adjustable slugs 
next to the tube, one marked "FREQ. SHIFT", the other unmarked and sealed 
with red paint. The enclosure is heavy aluminum, L-shaped, with 4 mounting 
studs, and the numbers 1637 and C34 are printed on the top, along with the 
number 110-13 , below which is 632 in smaller print. The shaft is 1/4 inch 
and turns 5+ turns end-to-end. I think this is the linear PTO for the Heath 
S-line, but I can't say for sure. 


2. Dial Drive Assembly: This matches the PTO and is part number 100-450. 
There are several parts, including a large dial bezel of dark green plastic 
(resembles the Collins S-line bezel), with a brushed aluminum insert marked 
"Heathkit," a circular dial consisting of a moveable escutcheon and 
circular wheel enscribed with the numbers 0-99, a straight plastic dial 
inscribed with numbers 0-5, a shaft bearing and miscellaneous brackets and 
hardware. 


3. Panel Meter: Dark green panel meter, Heath part. number 407-102, with 
three scales. The top scale is 0-10, middle scale is 0-500, and bottom 
scale is marked ALC. The fine print says it was made by Ideal Precision 
Meter co., and has a full scale movement of 1 mA. 


4. T/R Circuit Board: Heath part number 85-2190-1, has several disk caps, 
an r.f. choke, resistors, etc. 


Email me if you're interested. I'll wait a couple of days and then post it 
on rec.radio.swap if I don't get any takers on the List. Thanks. 


Jim W8ZR 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Tom.Daley@530.gigo.com (Tom Daley) 

Subject: fs: trams (gotta go!) 

Message-ID: <327_9612011956@gigo.com> 


hello ba people the following items are for sale or trade. 
i am looking for gonsets ! 


1. tram tr-70b "tram 8" tube cb radio in good to fair shape. 
rx uses vfo (with spot) and tx uses up to 8 crystals 
front panel is in good shape except chipped crytal socket 
and main tuning knob. case has scratches. chassis is dusty 
but complete. no mic or power cord. untested $50 

2. tram tr-27b tube cb radio in good to fair shape. rx uses 
vfo (with spot) and tx uses up to 8 crystals. with anl 
s-meter and mod "peak" light. front panel is in good 
condition except non-original tuning knob. case has scratches 
chassis is dusty. with mic and power cord ! untested $75 

3. tram d201 tube cb transceiver with ssb/am modes. rx/tx use 
either 23 crystal channels or vfo. front panet is in good 
shape except small hole from removed mod. chassis is dusty 
unit works but may need love ! no mic but with original 
manual ! breaker good buddy $150 

4. tram d201a 40 channel am-ssb tube transceiver. works good ! 
rx select crytal or vfo control. tx is crystal only. this 
unit is in great condition but dusty ! with original d104 
microphone. with original manual $280 

5. tram d42 40 channel am solid state cb transceiver. this was 
one of the last made in usa mobiles. all metal case and front. 
in very very good condition !! with original mic, power cord 
and mobile bracket ! works great ! many features ! $75 


trades for browning golden eagle or golden eagle mark III ??? 
all above plus shipping thanks 73 tom in sacramento 
: Fidonet: Tom Daley 1:203/530 .. speaking for only myself. 


: Internet: Tom.Daley@530.gigo.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 


From: "William C. Robbins" <billrobb@net-link.net> 
Subject: FT-243 Wanted 
Message-ID: <199612021627.LAAQ8792@servO1.net-link.net> 


I am looking for FT-243 Holders. Not the sockets but the 2 pronged, 

rectangular holder of the crystal. It doesn't matter if there is a crystal 

in it or not. Or, what frequency that a crystal may be for. I am trying to 
salvage these from worst fates in order to put them in service on the ham bands. 


Thanks for the help. 


Bill 


William C. Robbins Heathkit Collector 


billrobb@serv01.net-link.net 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: rdkeys@csemail.cropsci.ncsu.edu 

Subject: Hammarlund RBG -- aka de ol' HQ-125R5 

Message-ID: <9612021926.AA106084@csemail.cropsci.ncsu.edu> 


Someone mentioned the RBG..... and memories were rekindled in me grey 
matters..... 


The RBG is what I call a Hamarlund HQ-125R5. It is a war years hybrid 
that is somewhat between the prewar HQ-120 and the postwar HQ-129 (guess 
the war years brought out some improvements over the HQ-120). The thing 
was designed for military naval or coast guard use and the dials are all 
calibrated with the marine bands (4/8/12 mhz, etc) for bandspread rather 
than the traditional ham bands. It used the octal tubes of the HQ-120, 
but the chassis looks very similar to my HQ-129 in the office. It was 

my first real receiver as a novice back in 1970. Mine was beat to hell, 
missing the bottom plate (I replaced it with sheet tin), missing the 
mounting rack (hey, a novice wouldn't know what to do with a mounting 
rack anyway), and was painted powder blue (which overpainted the military 
etched labels on the front panel). As a novice, I knew it was some sort 
of Hammarlund, but noone could tell me what kind it was with those funny 
bandspread dial calibrations. For years, I peeked, pecked, poked and 
thought about those overpainted labels on the front panel, but never did 
find out what it was, until I walked into a friends shack, one day, and 
there sat a pristine RBG -- and I thought immediately, ‘‘Hey, that is 
just like me ol' novice receiver!''. It was used in my shack with a DX-60 
for daily transcons with me OM on 15 or 40M, for some 10 years, until 


I got something better (an RAL). On CW, it had the sharpest xtal type of 
filter one could imagine (after a careful alignment), at least this ‘ere 
novice thot it was gud. After a while I kinda got used to a 0-100 

dial calibration for the novice bands. After I got the R-392, I fell 
into sad graces (as an unknowing novice type), and even took a bunch of 
tube bases and dropped 2N3819's therein and had a 28v FET Hammarlundy, 
for a while. It was hot as the dickens that way, but not easily tamed. 
I kept the thing around for years, in storage, and finally got rid of it 
somewhere, but don't recall right off where. I think I left it with the 
locals in Moo U when I left IA. If ye ever sees a silly blue paneled 
Hammarlundy sort of thing anywhere, that probably were me ol' novice 
HQ-125R5, AKA RBG..... 


73/ZUT DE NA4G/Bob UP 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: mknudsen@lucent.com 

Subject: Re: Hammarlund RBG -- aka de ol' HQ-125R5 
Message-ID: <9612021950.AA14743@bock.ih. lucent. com> 


Bob's post reminded me of the BC-779A I recently acquired. 
That set should be called an SP-250 or SP-300, as it is halfway 
between the SP-200 and 400 (there was never a 300 AFAIK). 


The BC-779 (A) combines the much prettier knobs and front panel of the 
old SP200 (big knobs with labeled skirts, like on the SP600) 

with the sealed potted xfrmers of the SP-400. The civilian 400 

had those nastly little knobs similar to its contemporary HQ-129X 

(a great great radio, but those knobs suck QRN). 


I think the SP200 and 400 had about the same tubes, a mix of single-ended 
and grid-cappers. Hammarlund was xreally*x conservative about adopting 
newer tube types -- I wonder who talked thme into using a 6AQ5 instead of 
6V6 in the HQ-180 :-) 


As for painting it powder blue, someone must have been fantasizing 
a mid-60s National....lot easier to pick up! 73, mike k aa9rg 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Bill Sorsby <bill.sorsby@dlep1.itg.ti.com> 
Subject: Re: Hammarlund RBG, SP-200/400's 

Message-ID: <199612022139.PAA28634@lesol1.dseg.ti.com> 


At 01:53 PM 12/2/96 -0600, Mike Knudsen wrote: 
>Bob's post reminded me of the BC-779A I recently acquired. 


>That set should be called an SP-250 or SP-300, as it is halfway 
>between the SP-200 and 400 (there was never a 300 AFAIK). 

> 

>The BC-779 (A) combines the much prettier knobs and front panel of the 
>old SP200 (big knobs with labeled skirts, like on the SP600) 

>with the sealed potted xfrmers of the SP-400. 


Say what...? Except for the nameplate, the BC-779A is exactly the same as 
the SP-210 and the BC-779B is exactly the same as the SP-200. The 
difference between the A and B versions is that the audio transformers on 
the A version have wire leads, while the B version transformers have 
terminals. Both A and B versions use fluted knobs. The smaller knobs have 
metal pointers. The larger tuning knobs have no skirts, although a fairly 
common "ham" mod to these receivers was to replace the original tuning knobs 
with somewhat larger skirted knobs. I suspect that Hammarlund manufactured 
a few of the BC-779/SP-200/210 series radios using the concave molded 
plastic pointer knobs used in some of the HQ-129 and HQ-120 receivers, as 
I've run across a couple of BC-779/SP-200/210 radios with these alternate knobs. 


>... The civilian 400 
>had those nastly little knobs similar to its contemporary HQ-129X 
>(a great great radio, but those knobs suck QRN). 


But they are distinctive. 


>I think the SP200 and 400 had about the same tubes, a mix of single-ended 
>and grid-cappers. 


The tube complement of the SP-400 is, I believe, identical to that of the 
SP-200/210 series. The schematic design also appears to be identical. The 
main electrical difference I'm aware of is that the top end of the SP-400X 
goes to 30 MHz rather than 20 MHz as the SP-200/210 series did. Hammarlund 
used lots of tubular caps in the SP-400 rather than the bathtub caps used in 
the SP-200/210's, making the SP-400 somewhat less reliable IMHO. 


It's also worth mentioning that the SP-400 power supply is considerably less 
impressive than the SP-200/210 power supply. The SP-400 supply weighs only 
about 25 pounds rather than 50 pounds for the SP-200/210 power supply. The 
SP-200/210 used big potted transformers and chokes along with oil-filled 
condensers. The SP-400 supply used open-core magnetics and electrolytics. 


I believe that the SP-400 must have been a cost-reduction effort. The only 
significant operational change was to open up the high end to about 30 MHz 
on the standard version. Interestingly, the frequency coverage of the 
SP-400SX (40 MHz) stayed the same as the SP-200X had been. 


Regards, 


Bill Sorsby, N5BU 


KAKI KKK KKK KIKI I KIKI KI III KIKI IKI KIKI IIIA KIKI IK 
bill.sorsby@dlep1.itg.ti.com 

Views expressed herein are no one's fault but mine. 
KAKI IKK KKK KAI IK IKK III IKI KKK III KI IK III III III IK III 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: mknudsen@lucent.com 

Subject: Re: Hammarlund RBG, SP-200/400's 

Message-ID: <9612022301.AA14921@bock.ih.lucent.com> 


OK Bill, tnx fer the clarification. 

However, my service sheets show the SP-200 as having open-frame xfrmers with 
bell ends in the audio chain, while the 400 has the pottted ones a la DX-100. 
My BC-779A has the latter. So I'd say the 779 is the 200 with 400-style 
xfrmers, which really means mil-spec xfrmers. 


Haven't pulled the cover on the PS unit, which is rack-mount also, 

and military, which means that it will defly have the sealed magnetics as Bill 
mentions. SUre is heavy enuf. Its case is only about half the rack width. 

But as Bill says, any PS without 'lytics is worth its weight in...well, chokes! 


There were lots of 200-series versions, depenidng on which bands were included. 
You had 8 bands: 2 LW, 2 BC+160m, 3 octave-wide bands from 2.5 to 20 MC, 

and 20-40 MC. You could get the 3 2.5-20 MC bands plus any two others, 

it seems. This is from Moore's book. 


As hot as my 779A is, I'd like to ahve that 20-40 MC band during the daytime, 
but all in all I'd like the BC bands to give that 3-12 analog variable BW 
and P-P audio something to work on. 73, mike k aa9rg 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: FPorzelt@seic.com 

Subject: Hammarlund RGB-2 

Message-ID: <vines.I,18+JpjcmB@WAYNE.SEIC.COM> 


Hi all. 

I saw a "Hammarlund RGB-2" for sale at a local antique mall. Exterior 
condition was at least an 8, I think. Hard to have a real good loock 
because it was on a display shelf, with other items, and therefore couldn't 
look inside. The tag, asking $249, says its "untested", heh. It has some 
sort of Navy tag on the front, but don't remember exactly what (didn't have 
a pen with). 

I am just learning about BA's and therefore don't really know what 


this rx is like, but it sure looked cooooool. I'd appreciate any info or 
advice anyone might have on this unit. Not sure if I would buy it even if 
it's a good deal (suspect it might not be), but I want to learn about it 
Since it is a rig I can actually look at in person. 

Thanks in advance to anybody who can provide any info! 73 
Fred kb9mvu 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: kmih@juno.com 

Subject: Heath SB220 parts 

Message-ID: <19961202.091826.7311.9.kmLh@juno. com> 


I need an original meter (either one or the SB200, they all the same) and 
a nice front panel. 


Also looking to buy a complete SB220/221/HL2200 amp in any state of 
disrepair as long as the cosmetics are decent. 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: "Douglas M. Gordon" <dmgordon@electriciti.com> 

Subject: HRO-50T1 pricing 

Message-ID: <1.5.4.16.19961202105737 .258f0d12@electriciti.com> 


Thank you Price Guru's, 


Many thanks to all those knowledgable gents that responded to my request for 
price guidelines. 


73% 


Doug K6PUN 
Carlsbad, CA 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Edward J. Zeranski" <ejz@nosc.mil> 

Subject: Knurl wrench 

Message-ID: <2.2.32.19961202175355 .01325c2c@marlin.nosc.mil> 


Techni-Tool Phone 215-825-4990 
5 Apollo Rd, Box368 sales 941-2400 
Plymouth Meeting, PA fax 828-5623 


19462 


These folks listed 2 adjustable knurl wrenches, 1/2" and 5/8", for 
$13.20 ea. My catalog is a year old so the price might have changed. The 
collet in each allows 1/16 adj to allow for finish thickness. Brand is 
listed as "Knurl-Tite", stock# 388WRO14 for the 1/2" and #388WRO16 for the 
5/8". 


Ed Zeranski ejz@marlin.nosc.mil, work 
ezeran@cris.com home 
Wooden Boats, Tube Receivers, Rusty Old Trucks, The Good Stuff! 


This is a private opinion or statement and is nobody's fault but mine. No 
person,employer,or govt.should try to take credit for it! 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Rudy Salomon <rhs@pacbell.net> 

Subject: KWM-2A Help 

Message-ID: <32A301C7.424B@pacbell.net> 


Hi guys. Looks like I had a pretty good holiday weekend out here on the 
left coast. Got lucky finding some nice BA gear at the TRW swap meet and 
now it looks like I will be getting a KWM-2A soon. 


The gent that I am buying this from says the receive section works but 
has low output. He says its a marginal T5 and is including a new one. 

He also said he has not tried the Xmit function as he discovered an open 
56 ohm resistor in the output network. 


BTW is there a schematic anywhere on the net? I looked in the on line 
Collins Collectors page and did not find one. 


Any ideas or suggestions??? 


Regards, Rudy Salomon KD6NRQ 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Dick Dillman" <ddillman@igc.apc.org> 

Subject: Livermore Visit 

Message-ID: <90814.ddillman@igc.apc.org> 


Over night rain and morning clouds made us worry that Livermore would 
be rained out. But Sprout and I would not be denied and we bravely 
pressed on in the pre-dawn darkness to appear as we had promised. And 


as those who attended know, we were rewarded with quite reasonable 
weather by opening time. As promised, we had our matching jump suits 
and BC-611 walkie-talkies. We got to meet several BAers and some new 
friends as well. Thanks to all who stopped to say howdy. 


Dick Dillman 
WPE2VT W6AWO ex-N6VS 
<ddillman@igc.apc.org> 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Paul Bock" <pauboc@smtplink.pulse.com> 

Subject: Logo-bug 

Message-ID: <9611028495.AA849548928@smtplink. pulse. com> 


Gang, 


For those wishing to match older 600-ohm receivers to 4 ohm 
speakers, or 600-ohm ‘phones to 4-ohm receivers: Radio Shack sells a 
small audio transformer which has a 1000 ohm CT primary and an 8-ohm 
secondary. I have used these in both applications noted above by 
using half the primary (500 ohms) and they work great! They won't 
handle a lot of power, but the amount of audio out of any receiver 
sufficient to drive an 8-inch speaker or headset doesn't seem to 
bother the transformer at all. 


Sorry, don't have my RS catalog at work, but if anyone's 
interested I'll bring in the P/N tomorrow. I think the price is about 
$2.00. 


FWIW, I have both 600-ohm and 4-ohm receiver outputs, an 8-ohm 
speaker, and 600-ohm 'phones. What I've done in the BA shack is hang 
a transformer in the audio line from xeachx 600-ohm receiver (it fits 
great inside an empty plastic pill container, making a nice "in-line" 
impedance adapter with jacks mounted in both ends of the container). 
This converts all the audio outputs to 4-8 ohms. I also have one in 
the headset line to convert headset audio back to 600 ohms. That 
keeps the "audio bus" at a common impedance. 


I use a small panel (piece of PC board) with a rotary switch to 
select the "audio source" feeding the speaker & headset in parallel, 
with a toggle switch to cut the speaker in or out as desired. The 
panel has two headset jacks wired in parallel (for multiop contesting, 
etc., where one sends and the other logs) and is mounted in a position 
which keeps the dang headset cord out of the way as much as possible. 


This approach helps me switch things around without having to 
worry about impedance matching too much, i.e., I *KNOW* the audio bus 
is 4-8 ohms and I just adjust everything else to match that. 


73, 
Paul, K4MSG 
* Paul H. Bock, Jr. * Senior Hardware Engineer 
* Pulsecom, Inc. * pauboc@pulse.com 
* 2900 Towerview Road * (703) 471-2900 ext. 4536 
* Herndon, VA 22071 
"You can have my bug when you can pry my cold, dead fingers from 
around it." - anonymous radiotelegraph operator 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Tom Norris <badger@telalink.net> 

Subject: Looking for an "affordable" tubetester 

Message-ID: <3.0.1.32.19961202073918.006a4190@telalink.net> 


Am looking for a tube checker -- preferably a TV-2 or TV 7 but one that 
will test stuff like 26A5's and such. Can be beat up, can be non-working 
but repairable. Anyone got such a critter? 


Also need a half decent HF range signal generator. 


Thanks for any help. 
KIKI IKK I KKK III KI KKK III KIKI KIA III KIKI III IIA IIIA IIA KEI 


Tom Norris KA4RKT 
badger@telalink.net Nashville, Tennessee, USA 


Eagles may soar, free and proud, but weasels 
never get sucked into jet engines. 


KKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKK 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: kmih@juno.com 

Subject: Re: Lucite Paper Removal 

Message-ID: <19961202.161455.7311.22.km1ih@juno. com> 


Here is another oar in the water. I'm posting also to the boatanchors 
reflector in case it may be helpful. 


Many of the commercial test equipment and other resellers use a product 
called "GOO GONE". Cheap also at Wal Mart, etc. I have also seen 
something similar in a spray can but forget the name but a friend uses it 
to clean up computer equipment for resale. 


Both products are great for removing masking tape, inventory tags and 
just about any sort of accumulated crud on metal, plastic, etc. I have 
used GOO GONE on everything from 50+ year old boatanchors to modern 
equipment. It is not instantaneous and in cases of years of masking tape 
layers it takes many hours and multiple applications. It however appears 
to leave no harmful effects on any materials I have tried, including many 
plastic panels, dial faces, antique paint finishes such as wrinkle, etc. 
Final clean-up can be mild soap-n-water or just rub it dry for a shiny 
"Armor All" appearance. 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Robert Fowle <hammarlund@jacksonmi.com> 

Subject: Re: Lucite Paper Removal 

Message-ID: <32A366E3.894@jacksonmi. com> 


> called "GOO GONE". Cheap also at Wal Mart, etc. I have also seen 


Great stuff, i use it also, on i.e. collins, hammarlund knobs, it leaves 
them not only clean, but with an almost new luster. 

i would first recomend cleaning the knobs in Murphy's oil soap, rinse & 
dry, then use Goo Gone.... 

p.s. 1 use a tooth brush for both applications...hey can't hurt 

FWIwW 


Robert Fowle KC8DBC 
The HAMMARLUND Historian 
Ph. 517-789-6721 

1215 Winifred 


Jackson, Mich. 49202-1946 

E-mail: hammarlund@jacksonmi.com 

Web Page: http://www. jacksonmi.com/hammarlund 

while your there, check out the 'AUCTION' link...... 
HAMMARLUND LITERATURE WANTED 

WANTED: MANUALS FOR ANY MAKE RADIO EQUIPMENT 


see it first on my list...to be put on the 'mail list' (send me email) 


or see it later in..... 
Boatanchors news group: rec.radio.amateur.boatanchors 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Dave Kelley" <aa7tq@primenet.com> 

Subject: Matchbox Knobs 

Message-ID: <199612020424 .VAA20613@primenet. com> 

Hi All! 


I'm trying to locate the two large knobs for a Jonhson Matchbox, the small 
model. They're the two large knobs with the markings on the skirt. If you 
have a couple, please let me know. Thanks. 

Please e-mail direct at aa7tq@primenet.com 


73 


Dave, AI7R 
http: //www.tempe.gov/radio 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 

From: "William C. Robbins" <billrobb@net-link.net> 

Subject: More Manuals 

Message-ID: <199612030134.UAA16360@serv01.net-link.net> 

The following is from rec.radio.swap. Respond to him...not me: 


n8ugd@net-link.net 


I have the following original Heathkit manuals for sale: 
Test Equipment Manuals: 
BE-4 Battery Eliminator 


GU-1820 Heath-Watt Portable AC Power Supply 
IB-1101 Freq. Counter 


IB-1103 Freq. Counter 


ID-101 Electronic Switch 

IG-57A TV Post-Marker/Sweep Generator 
IM-103 Line Voltage Monitor 

IM-104 Solid-State VOM 

IM-105 Volt-Ohm-Milliammeter 

IM-1202 Digital Multimeter 

IM-1104 Solid-State VOM 

IP-2715 Battery Eliminator 

IP-2715 Battery Eliminator 

IP-2760 Battery Eliminator 

IP-2760 Battery Eliminator 

IT-18 In-Circut/Out-of-Circut Transistor Tester 
Misc: 

GD-28 8-Track Stereo Tape Player 
GD-51 Wireless Intercom 


GD-1019 Electronic Thermometer 
GD-1183 Freezer Failure Alarm 
GD-1186 Digital Scale 


GH-17A Soldering Iron 
GRA-227-6,295-6,681-6 Remote Control 
HD-1360 Outlet Box 

SS-1 Speaker System 


TD-1089 Programmable Electronic Chimes 

All the Test Equipment manuals are $7 shipped unless otherwise marked. 
All misc. manuals are the cost of shipping, need to get rig of them. 
If you are interested in any of the manuals, please e-mail me.... 
Thanks, 

Matt, N8UGD 


n8ugd@net-link.net 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: mknudsen@lucent.com 

Subject: NC-173 BFO 

Message-ID: <9612021927.AA14697@bock.ih. lucent. com> 


Someone posted about trouble with their NC-173 BFO not working. 
I'm not sure if he saw my last post on the 173 I've been restoring, 


but to sum it up, my "dead" BFO was very much alive, 
but down on 423 KC where the 455 KC IF cans just couldn't get excited 
about it. 


I used a ricebox with LW band to find the BFO and track it as I twirled 
the tuning slug to get it back up to freq. I was afraid there 
wasn't that much range in the coil, but there was plenty. 


National delighted in running tubes "kinder, gentler" to reduce 

drift from warmup, I guess. The 173's BFO runs on 35 V of Bt 

to the plate, which drops to around 25 when switched off (by shorting 
the grid to gnd, not pulling the plate or screen power). 


Remember, an oscillator draws less current when operating. 
That's what tipped me off that the stage was working. 


Luckily I had the SAMS for the set, otherwise I'd still be looking for 
an up-drifted resistor that was cutting the B+ to a mere 35 VDC. 


BTW, my 173 hears really well since I fixed the IF screen 

resistors. Brings in the CB band really FB, and everything below 

it. The xtal filter stinks but don't they all. I really like the radio, 
and ahve the 1947 QST with the Kon-Tiki expedition article and 

also the ER issue that talks about this set's unique features. 


Gud luck with ur NC-173 es 73, mike k aa9rg 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: J P Taillebois <jpti@idirect.com> 

Subject: Need 2 8236 and 12dq6b tubes 

Message-ID: <199612021407 .JAA10924@nemesis.idirect.com> 


Hi, 


restoring an SR-160 Hallicrafter and other stuff . 
Need the above tubes...8236 and 12D06 


thanks 

Jean Paul Taillebois 996 Greenlane court, Oshawa, Ontario,Canada M1K-2C6 
e.mail jpt1i@idirect.com 

packet: ve3jpt@va3bbs 

voice: 905-723-1811 

fax/data:905 723-9156 

Collector: Hallicrafters,Central-Electronic,Gonset, Military BA, antique 
radio memorabilia. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 

From: "Hall, Benjamin D." <bhall@GP802.jsc.nasa.gov> 

Subject: New QTH.BAFOLKS is available 

Message-ID: <c=US%a=Telemail%p=NASA%1=NASA/EMS/000B13BBQ@jsc-ems- 
gws05.JSC.NASA.GOV> 


Greeting and Salutations: 


Revision D/1 of the QTH.BAFOLKS listing has been placed on the server. 
To obtain your very own copy, send a message to LISTPROC@THEPORCH.COM, 
that is LISTPROC@THEPORCH.COM, (not boatanchors@theporch.com!) with an 
empty subject line or a line that says "none" or "gimme my QTH.BAFOLKS" 
or "go away NerdScape NerveGrater you are a pain" if your mailer whines 
when you don't enter a subject like NerdScape NerveGrater does. (yes, I 
am too lazy to go to pegasus or another mailer, this one works so why 
mess with it) In the body of the message, put the following: 


get boatanchors QTH.BAFOLKS 

And it will appear in your e-mail inbox within a short period of time. 
Just a short QTH.BAFOLKS FAQ: 

1) How do I add my listing? 


Just send me the following info to my home e-mail (BDHall@ghgcorp.com) 
in the following format: 


last name, first name, call calls and any ex-calls, e-mail or e-mails, 
city/town, state province or international equivalent, country 


2) I've been a subscriber to BA since the early days. Why am I not on 
the list? 


Inclusion into the QTH.BAFOLKS listing is xvoluntary*. Just because you 
are subscribed, that does not place you on QTH.BAFOLKS listing. To get 
your data added, see #1. 


3) Why aren't addresses listed? Can you add webpage addresses too if 
they are BA related? 


Addresses aren't listed because I already get too much junk mail at my 
apartment (as do you too probably), and I really don't want the 
QTH.BAFOLKS listing contributing to the further generation of junk mail 
and the continued killing of innocent trees to make junk mail. Several 
folks have asked to have BA-related webpages added. I've declined to do 
this because the listing already takes about 3 months between updates. 


Adding more info like webpages would be really nice, but I estimate the 
increased time demand would make updates less frequent than they already 
are. I don't want that. 


4) 


How is the list maintained? Why do you do it? How do you explain 


it to your wife/girlfriend? 


The list is maintained on my studly 486DX4-120MHz computer. (anyone 
need a 486DX2 motherboard with 8 megs of RAM?) The list is maintained 
with MicroShaft Werd for Windoze95, and I manually cut-n-paste all 
entries. This is why I ask that you use the above format, so I can just 
cut-n-paste. I do it because it is my way of giving something back to 
the BA list. At this point in time, I have no wife or girlfriend I have 
to explain it to. Like I was telling Doug Hensley when he was over my 
place, this is one of the benefits of single life! No one to complain 
about "you brought home another one of those Q@%i#/@%* radios!" No one 
to complain about the lack of furniture, etc... Why buy furniture when 
you can buy another BA? 


Have fun folks... 


73, 
Ben 


BDHall@ghgcorp.com -or- Benjamin.D.Hall1@jsc.nasa. gov 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: vancleef@netcom.com (Henry van Cleef) 

Subject: Re: On replacing ‘lytics... 

Message-ID: <199612030122 .SAA00917@netcom21.netcom. com> 


As kmih@juno.com discourses 


VVVVV VV VV 


> 


BULL simple and plain................ A disconnected Can Electrolytic 
has about as much of a chance of continued leaking on your precious 
radio (in your lifetime anyway) as Madonna has of becoming a nun. No 
electroylitic action...no problem unless someone has discovered a 
miracle. If you are really concerned just scrape off the old leakage 
crud as much as possible and seal the old capacitor connections with some 
RS or WalMart epoxy. 


bapucestiar teats Carl KM1H ex National Radio Service Mgr, etc 


Hate to bust your bubble, but from my perspective, Madonna's been 
wearing habit a long time. 


Latest one was a 1942 Meissner Deluxe Signal Shifter in museum 
condition---except for where the (genuine) Mallory FP droozled its 
gloop on the side of the chassis. Took several hours to clean up this 
mess. 


By the way, when Bobbi Barmore speaks, I listen. 


Hank van Cleef 
E-mail vancleef@netcom.com or vancleef@tmn.com 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Paul Bock" <pauboc@smtplink.pulse.com> 

Subject: OOPS! 

Message-ID: <9611028495.AA849559666@smtplink. pulse. com> 


The subject line on my recent "BA audio bus" post should have 
been "4:600 ohm transformers," x*NOT* "logo-bug!" 


Paul, K4MSG 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: w4bld@juno.com (Robert B. Kerby) 

Subject: Pin-Out for Stancor S 3893 Mod Xfmr 
Message-ID: <19961202 .092930.5071.3.W4BLD@juno. com> 


Hello gang. Anyone out there have the pin-out for this modulation 

transformer? I know it is a 60-Watt unit, but the straps are not shown on 

the label and I don't have them in my literature. THANKS FOR YOUR HELP!! 
Bob 


Robert B. Kerby W4BLD - I collect Gonset, Morrow, and Elmac - 
Post Office Box 991 (UPS ADDRESS: 231 Rosser Avenue) 

Waynesboro, VA 22980 w4bld@juno.com (540) 942-4356 Nets I frequent 
are: 

DX-60 AM Net at 1400 EST Sun. p.m. on 7290; Trader's on Wed. and Sat on 
3865 at 

2000 EST and AM _ SWAP on 3885 at 1830 EST on Thur. 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Robert Nickels <ranickel@mwci.net> 


Subject: Ranger Zapping 
Message-ID: <32A245BF.5C5B@mwci.net> 


Hi All, 


After the Ranger blew its fuse, it quickly made it thru triage and 
onto the bench. What I found may be helpful to others so I'll pass 
it along. The patient has made a full recovery! 


There's only one thing that makes that ZAPPP! noise - Voltage and plenty 
of it! 


I pulled the shorting plug to separate the power supply from the 
final - as suggested in the Ranger troubleshooting section. Sure 
enough, I had a low resistance short from B+ to ground, yet no signs 
of damage or obvious shorts. Flip the chassis over - and what? - the 
short is gone! Back over again, and the short returns. If you've 
ever tried to noodle out the Ranger function switch you'll know why 
the schematic wasn't much help. But wait - the B+ line also goes 

to the meter switch for Plate current shunt, amd this led to the 
discovery of a short that would come and go as the chassis amd panel 
got wiggled around.... 


I'd had the front panel re-painted and silk-screened some time back. 
This required the removal of the meter and the meter RFI shield. With 
the meter in Plate position, 500 Volts of B+ appears on the meter 
terminals. And right between the meter terminals is the meter lamp 
socket - a nice ground. Although the meter terminals are insulated 

by a fiber washer, the lamp was less than 1/32" of an inch away, and 
this gap depended on how tightly the lamp socket was shoved into the 
hole in the back of the meter. Ans sure enough, there were the 
telltale ZAPPP! marks! 


I used insulating washers to build out the meter termination to 
increase the spacing. Ranger owners should be aware of this potential 
problam, and also always remember the meter terminals can be HOT! 
Switch to Safety! 


73, Bob W9IRAN 

From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: wj5j@juno.com (John D Hensley) 

Subject: Recommendations please on SR-210FS transceiver 


Message-ID: <19961202.152527.4831.1.wj]5j@juno. com> 


Hello to everyone on the net, 


Can anyone provide a recommendation, description, 
and price guideline on a military surplus 
transceiver called the SR-210FS? If so, please 
contact me via the sending address above 

or (since JUNO has been down because of 

power failures) via < 7249712 @ mcimail.com >. 
Santa needs to know what this is before he packs 
it away for his sleigh ride.... 


Many thanks, Doug WJ5J 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: rsolomon@tsd.textron.com 

Subject: RF Components Found 

Message-ID: <9611028495.AA849571054@cctds.textron.com> 


While looking through the junk pile, I found boxes of RF Components 
such as small variable caps, trimmers, coax adapters, piston trimmers, 
etc. If interested, e-mail me direct and I will send you a list, it's 
too long to post here. 


Tnx es 73 de Dick, W1KSZ 
rsolomon@tsd.textron.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: "Jim Berry" <basalop@eskimo.com> 

Subject: TCS story 

Message-ID: <199612021417 .GAA27463@mail.eskimo.com> 


Hello BA Fans 


If you are interested in WWII gear like I am you will be interested 
in this story. Back in 1962, as a novice, my first rig was a TCS. I 
had the old girl around until about the mid 70's when I gave it to a 
buddy of mine who just could not see me take it to the dump. After 
all these years of going astray, rice boxes etc, I decided enough was 
enough. I now have an ART-13, BC-375 and I got to wondering if my 
old TCS was still around. Took me 6 months to track it down, but it 
is now setting here, all pulled apart, on the dining room floor. (My 
wife does not appreciate that much though). It is all the same, just 
the way I used it back in 62. Well there is a few spider families, dust 
and dirt and the panel paint is starting to lift. I am as happy as 
can be. I cannot wait to get it back on the air. This unit is 
complete with the cables, remote control box, dyanamotor supply, 
external loading coil and homebrew power supply I build for it. Only 


thing missing is the bezel and chart for the receiver. Anyhow, I 
wanted to mentiion this to other fans of WWII gear. I hope to get it 
all tweaked up and on the air using the dynamotor supply even. 

Anyone else out there running a TCS drop me a note and we can 
exchange "war stories". 


73 Jim K7SLI (KN7SLI in 1962) 


Jim Berry K7SLI. QTH: Marysville, Wa (Near Seattle) 
Email: basalop@eskimo.com FAX: 360-659-1360 

Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA 

Snail Mail: 5318 142nd PL NE Marysville, Wa 98271 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Laird_Tom_N@hpmail1.90.deere.com 

Subject: Things needed & FS. 

Message-ID: <H00005a00463602c@MHS> 


I'm looking for a good RF millivolt meter; something in HP or Boonton 
Also looking for a good Q-meter, also Boonton or the likes. 


Manual(s) needed: 
Heathkit C-3 condenser checker (copy is fine). 
Sams volumes AA-1 and AA-2 (audio amp stuff) 


Modulation transformer needed: 50Qwatt variety 


For Sale: 


Eico signal generator model 320...... $15.00 plus shipping (no manual) 
Hallicrafters SX-99...$85.00 + ship. nice shape, working (manual copy) 


Tom Laird WC9M Moline, I1 
TL39597@deere.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: spr@earthlink.net (Scott Robinson) 

Subject: Tube suffixes 

Message-ID: <v01530500aec7d471870a@[153.34.196.17]> 


Folks, 


In response to Ray Cote's question, yes, I believe that the -W suffix 
meant military version, usually mechanically toughened. The -A, -B, -C, 
and so forth are rveisions or improvements to the basic tube. In the case 
of 6L6, the original version and the -A and -C versions are seesntially the 
same but the -C version has 30W vs 19W plated idssipation and a bit higher 
plate voltage. 


For series string TV tubes-and some 6.3v types also used in that 
service-the -A suffix means controlled heater warm-up time. This is to 
keep the fastest heating tube from getting beat up by the high current form 
all the cooler and therefore lower resistance tubes in series with it. 


So, who knows what the -Y suffix means? Example: 6SB7Y 
Regards, 
/scott 


Scott Robinson 
spr@earthlink.net 
"Wait'll he puts on his stereo headphones..." 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: "Benjamin D. Hall" <BDHall@GHGCorp.com> 

Subject: Re: Tube suffixes 

Message-ID: <32A390E5.2A6@GHGCorp. com> 


Scott Robinson wrote: 
Hi BAfolks... 


> In response to Ray Cote's question, yes, I believe that the -W suffix 
> meant military version, usually mechanically toughened. The -A, -B, -C, 
> and so forth are rveisions or improvements to the basic tube. 


FRANKK6NL@aol.com write this several months ago, and I saved it for 
reference: 


>The background of why and how the Ws and WAs came to be is as follows. 

> 

>The Ws were developed to improve the survival rate under the repeated >shocks of 
heavy Navy gunfire. This was accomplished by stiffening the >elements and their 


mount. 

> 

>Subseqently the Army noted W failures incidental to their "Test of a >Tethered 
Jeep" which was devised to test Jeeps and all the equipments >associated with 
them. In this test a Jeep was tethered to in such a way >that it was constrained 
to run unattended in a circular track bouncing >over 2X6s at regular intervals 
along the way. It was found that tube >survival was improved if a more resilient 
mount was used and from this the >WA resulted. 

> 

>The electrical specs for garden variety , W and Wa were the same. The only 
>difference was that shock and vibration tests went with the W and WA 

>specs.Thus the only difference between the three varieties is mechanical >and is 
of no particular advantage under more benign conditions. 


Note: I'm not sure what improvements the WB, and WC incorporated... 


Enjoy! 


Collector of fine firebottle 
equipment, as well as other things 
BDHall@GHGCorp.com -or- involving Earth, Air, Water, and 
Benjamin.D.Hall1@JSC.NASA. gov Fire. 


From the computer of 
Benjamin D. Hall, Houston Texas 


"When you clock the human race with the stopwatch of history, it's a 
new record every time." - From the soundtrack of The Fischer King. 


From boatanchors@theporch.com Mon Dec 2 21:18:06 1996 
From: Nick England <nick@cs.unc.edu> 

Subject: TV-7/D meter needed 

Message-ID: <199612021757 .MAA16450@altair.cs.unc.edu> 


I picked up a TV-7/D at a recent hamfest. Condition unknown. 
Well now I know that the meter is kablooey. Anyone got a spare ?? 


Thanks, 

Nick KDA4CPL 

Nick England KDACPL nick@cs.unc.edu Univ. Of North Carolina 
http: //www.cs.unc.edu/~nick Chapel Hill NC 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Laird_Tom_N@hpmail1.90.deere.com 

Subject: Wanted: Rhode & Swartz documentation 
Message-ID: <H00005a00462f6d4@MHS> 


Wanted: A manual or any other documentation on a Rhodes & Swartz 
transmitter model: SK040/31. This is a German transmitter. Appears to 
use a 4-400 type tube in the final and 4-125 type tubes in the 
modulator. 


Tom Laird WC9M Moline, Il 
TL39597@deere.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: jcall@sirius.com (Jim Carrington) 

Subject: WTB HRO50 or 60 

Message-ID: <199612020241.SAA06367@mail1.sirius.com> 


Hi folks, 
I am looking for a good condition HRO 50 , or 60 with at least coils 
A,B,C,and D for a friend of mine. I can pick up within a radius of 200 miles 
of San Francisco. 
Thanks and 73s 
Jim Carrington KD6JTY 
jcall@sirius.com 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: rjordan@dmv.com (Rick David Jordan) 

Subject: WTB L4B Parts 

Message-ID: <199612021649.LAA16645@scorch.wboc.com> 


Greetings, 


The recent post by Dave looking for a bandswitch for a Clipperton reminds me 
of my need for some Drake L4B parts. I also need a bandswitch for this L4B. 
FYI, Drake no longer has these items available. They did tell me the 
bandswitch out of an MN-2000 would also work. I also am in need of a couple 
of tube sockets for this unit. Don't remember the Johnson(?) part number 
however. Drake has the tube sockets in stock, but I want to see if someone 
may have all the items I'm looking for. Anyone have any spare parts or a 
junker L4B???? 


Thanks, 


Rick Jordan, Chief Engineer 
WBOC TV16 

1729 N. Salibury Blvd 
Salisbury, MD 21801 
800-220-9262 Ext 452 


From boatanchors@theporch.com Mon Dec 2 11:01:14 1996 
From: Jack Harper <jharper@bs2000.com> 

Subject: WTB: Hammarlund HX-50 Knobs... 

Message-ID: <199612021512.IAAQ8847@lynx.csn.net> 


Any idea where I might find two original knobs for a Hammarlund HX-50 
transmitter... 


They are the two small ones on the very bottom in the center labelled "AF 
Level" and "Meter Sens". 


The ones that I have clearly are not original (they actually look like Radio 
Shack 'specials'). 


Thank You for any leads... 
Regards 


Jack, KCOLR (Friend to all things Hammarlund) 

Jack Harper Bank Systems 2000, Inc. 
e-mail: jharper@bs2000.com 350 Indiana Street, Suite 800 
voice: 303-277-1892 fax: 303-277-1785 Golden, Colorado 80401 USA 


"21st Century Financial Applications" 
Optical Cards for Bank, EBT, and Medical Applications 
Visit our Web Page: http://www.bs2000.com/talos (Last Update: 960926) 


1024-bit PGP crypto key with ID: 8FB07075 created 960728 
Fingerprint: 75 DA 06 35 F8 3D AC EC 3A F2 7C 59 A1 11 A5 74 
Key available from Public Key Servers and above Web Page 


